FIELD POINT ACCURACY: —

STATISTICALLY PROVEN TO FLY WITH
FIELD POINT ACCURACY EVEN AT SPEEDS
IN EXCESS OF 300 ft/sec

DEEPEST PENETRATION: -

REVOLUTIONARY 3-BLADE DESIGN CUTS-ON-IMPACT

TO STOP‘EM DEAD

SONIC HEADS STAY
TOGETHER OFF THE ARROW

REAR BLADE ANGLE ALLOWS
SONIC HEADS TO PULL OUT
OF A TARGET WITHOUT DAMAGE

BLACK COATED STEEL MATERIAL
ENSURES THAT THE FERRULE AND
LOCKING NUT ARE STRONG AND RUST

SONIC HEADS FOCUS THE
KINETIC ENERGY OF YOUR
ARROW AT THE CUT-ON-IMPACT
POINT FOR THE DEEPEST
PENETRATION

HARDENED 0.036” THICK STAINLESS STEEL

BLADES RETAIN THEIR EDGE

SHOT-AFTER-SHOT

WORLDS ONLY 3 BLADE CUT-ON-
IMPACT BROADHEAD WITH
INDIVIDIUALLY REPLACEABLE BLADES

RESISTANT. THE 75 AND 835 GRAIN HEADS
ARE MADE FROM ANODIZED 7075-T6 GRADE
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PATENT PENDING LOCKING NUT
SUPPORTS THE BROADHEAD IN

THE ARROW INSERT FOR THE
TRUEST FLIGHT. IT'S SPECIAL
ANGLE FORCES THE THREE

BLADES TOGETHER FOR A PERFECT
“CUT-ON-IMPACT” EFFECT

EXTRA THREADS FOR A
SOLID MATE WITH YOUR
ARROW

IMPACT FORCES THE BLADES TOGETHER
RATHER THAN APART LIKE A STANDARD
BROADHEAD

PATENT PENDING BLADE

DESIGN LOCKS THE BLADE IN THE
WIDE FLAT AREA FOR MAXIMUM
STRENGTH. THIS PREVENTS LOST
OR RATTLING BLADES



